BERING

FLOORS

Specifications

Collection:

Style number:
Construction:

Wear layer thickness:
Overall thickness:
Edge profile:

Finish:

Installation type:
Installation method:
Environmental:

Residential warranty:

Light commercial warranty:

Packaging

Plank size:
Pieces per box:
Area per box:
Weight per box:

Sq ft per pallet:

Performance Testing

Static load/ASTM F970:

Tristao IT

15001

stone polymer composite

12 mil

5.5mm

micro-bevel

DEFENSHIELD™

click/floating

brick, stagger

FloorScore Certified

30 year limited

10 year limited

7.125 inches W x 48 inches L

10

23.77 sq ft.

45.3 lbs

1,188.5 sq ft.

Passes (modified) *1500 lbs

Residual indentation/ASTM F1914:  Passes

Smoke density/ASTM E662:

Slip resistance/ASTM D2047 :

Beringfloors.com

Passes

> 0.5, meets the recommended
static coefficient of friction for ADA
walking surfaces.

TRISTAO II Rigid Core SPC Flooring

5.5mm 12 mil Specifications

Dusted Walnut
0201

SPC Transitions

Flush Stairnose #22603
94.48 Lx 433 Wx0.98 H

Stairboard #22601
86.61LX12.20W X

Reducer #22606
9448 LX1.77 WX

T-molding #22602
94.48 L x1.77 Wx0.31H

Quarter round #22604
94.48 . x0.98 Wx 0.59 H

End cap #22605
94.48 LX1.37WX0.39




